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4 PIN EXTENSION HARNESS 
(65 FT) (GREY)

STSH341 CB
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A INITIAL RELEASE 11/19/2012
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VIEW A
STANDARD 4-PIN DIN 
CONNECTOR (FEMALE)
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26 AWG RED (CAMERA POWER) 

26 AWG BLACK (GND) 

24 AWG BLUE (AUDIO) 

24 AWG WHITE (VIDEO) 

26 AWG YELLOW (NOT CONNECTED) 

26 AWG GREEN (NOT CONNECTED) 

VIEW B
STANDARD 4-PIN DIN 
CONNECTOR (MALE)

WIRING DIAGRAM

OUTER JACKET

A B

A B

PHYSICAL CHARACTERISTICS:
OPERATING TEMPATURE RANGE:  -20 to 60°C
SPARK TEST: 500 V
DIELECTRIC STREGTH: -500 V AC
INSULATION RESISTANCE: 10 M OHMS/KM MIN @ 20°C
CONDUCTOR RESISTANCE: 175 OHMS/KM MAX @ 20°C
TENSILE STRENGTH BEFORE AGING: 1.05KG/MM2

TENSILE STRENGTH AFTER AGING:  .70KG/MM2
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FILLERS

26 AWG CONDUCTOR

24 AWG CONDUCTOR

ALUMINUM MYLAR WRAP SHIELD

BARE COPPER WRAP

24 AWG CONDUCTOR

BARE TWISTED COPPER (GND) 

TPTP

WHITE INSULATION

RED, BLACK, GREEN, YELLOW INSULATION

BLUE INSULATION

MINIMUM BEND RADIUS = 10 MM

B CHANGE IN PIN OUT 04/24/2013 KU

C ADDED WIRING AND PHYSICAL DATA 06/01/2015 JCP
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